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Chemraz® 676
Sealing Systems

Compound No./Material Name:

Chemraz® 676

Rubber Classification:

(ASTM D1418): FFKM
Service Temperature Range:

0°F to 615°F (-18°C to 324°C)

Color:

Black

Statements and recommendations in this publication are based on our experience and knowledge of typical applications of this product  
and shall not constitute a guarantee of performance nor modify or alter our standard warranty applicable to such products.
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Description (ASTM Standard) AMS 7257 Requirement Typical

Original Properties

Specific Gravity (D792) As Determined 1.99

Hardness, Shore A, Points (D2240) 75 ± 5 76

Tensile Strength, psi [MPa] (D1414) 1,500 [10.3] min. 2,680 [18.5]

Elongation, % (D1414) 120 min. 145

Modulus @ 100% Elongation, psi [MPa] (D1414) — 1,440 [9.9]

Modulus @ 50% Elongation, psi [MPa] (D1414) — 420 [2.9]

TR-10/50, °F [°C] (D1329) +41 [+5] max +28 [-2]

Air Aging

70 Hours @ 
554°F [290°C]

% Change Tensile, % (D573) 

% Change Elongation, % (D573) 

Durometer Change, Points (D573) 

% Weight Loss, % (D573)

-20 max -6

-5 max 0

-5 to +5 -1

5 max 0

Fluid Aging

70 Hours @ 
392°F [200°C]
in AMS 3085

% Change Tensile, % (D471) 

% Change Elongation, % (D471) 

Durometer Change, Points (D471) 

% Volume Swell, % (D471) 

Compression Set, % (D395, B)

-10 max +3

-15 max 0

-5 to +5 -1

0 to +5 0

25 max +9

70 Hours @ 
257°F [125°C]
in AS1241 Type IV

% Change Tensile, % (D471) 

% Change Elongation, % (D471) 

Durometer Change, Points (D471) 

% Volume Swell, % (D471) 

-40 max -15

-15 max +4

-15 to 0 -2

0 to +15 +1

70 Hours @ 
73°F [23°C]
in ASTM REF Fuel B

% Change Tensile, % (D471) 

% Change Elongation, % (D471) 

Durometer Change, Points (D471) 

% Volume Swell, % (D471) 

-20 max +1

-15 max +6

-5 to +5 -1

0 to +5 0

Compression Set @ 25% Deflection

70 Hours @ 446°F [230°C], in Air, % of Original Def. (D395, B) 40 max 7

336 Hours @ 446°F [230°C], in Air, % of Original Def. (D395, B) 55 max 13

Notes:
1. �Material is tested per specification AMS 7257. For customers who require full certification to the specification, AMS 7257 

compliance must be specifically identified at time of quote and purchase orders must state AMS 7257 compliance is required.
2. Unless otherwise noted, all tests performed on -214 o-rings.
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